CONNECTOR
DESIGNATORS
A-B*-C-D-E-F
G-H-J-K-L-S

* Conn. Desig. B See Note 3
DIRECT COUPLING

400-002
TAG® Ring Backshell
with Strain Relief
Direct Coupling - Split-Shell

400 F D 002 M 16 06 L

Product Series
Connector Designator
Angle and Profile
D = Split 90°
F = Split 45°
Strain Relief Style (F, G, L)
Cable Entry (Table V, VI)
Shell Size (Table I)
Finish (Table II)
Basic Part No.

STYLE F
Light Duty
(Table VI)

.416 (10.5) Max

Cable Range
N (Table VI)

STYLE G
Light Duty
(Table V)

.072 (1.8) Approx.

Cable Range
M

STYLE L
Light Duty
(Table VI)

.850 (21.6) Approx.

Cable Range
N

CONNECTOR DESIGNATORS
A-B*-C-D-E-F
G-H-J-K-L-S

* Conn. Desig. B See Note 3
DIRECT COUPLING
See inside back cover fold-out or pages 13 and 14 for Tables I and II.

1. Metric dimensions (mm) are indicated in parentheses.
2. Cable range is defined as the accommodations range for the wire bundle or cable. Dimensions shown are not intended for inspection criteria.
3. When using Connector Designator B refer to pages 18 and 19 for part number development.