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Micro-D MWDM-CBS

Vertical Board Mount
27/:@ Printed Circuit Board Connector

High Performance — These connectors feature gold-plated
TwistPin contacts for best performance. PC tails are .020 inch
diameter. Specify nickel-plated shells or cadmium plated
shells for best availability.

Solder-Dipped - Terminals are coated with Sn60/Pb40
tin-lead solder for best solderability. Optional gold-plated
terminals are available for RoHS compliance.

Rear Mountable - Can be installed through panels up to .125
inch thick. Specify rear panel mount jackposts.

How To Order CBS Style PCB Micro-D Connectors

Sample Part Number MWDM | 1 | L- |31| P | CBS | NN |-.110 | -513

Series MWDM - Micro-D Metal Shell

Aluminum Shell

1-Cadmium 2-Nickel 4-Black Anodize 5-Gold 6-Chem Film
33 - Nickel-PTFE

Stainless Steel Shell

3 - Passivated

L - LCP or PPS

Insulator Material LCP - 30% Glass-filled liquid crystal polymer

PPS - 40% Glass-filled polyphenylene sulfide

Contact Layout 9,15, 21, 25,31, 37,51, 69, 75, 100, 130 (See Table I)

Shell Material
and Finish

Contact Type P-Pin S-Socket

Termination Type CBS - Condensed Board Straight

NN - No Jackpost, No Threaded Insert Rear Panel Jackposts Jackscrew Options
PN - Extended Jackpost for .062" (1.6) PCB, No Threaded ~ With Threaded Inserts M - Hex Head
Insert R7U -.080" (2.0) Panel Jackscrews
. RN - Extended Jackpost for .196" (5.0) PCB, No Threaded ~ R6U -.125" (3.2) Panel S - Slot Head
Hardware Option Insert R5U - .094" (2.4) Panel Jackscrews
NU - Threaded Insert Only, No Jackposts R4U - .062" (1.6) Panel
PU - Short Jackpost and Threaded Insert R3U - .047" (1.2) Panel
R2U -.031"(0.8) Panel
PCTail Length .080,.110,.125,.140,.172,.190, .250 Length in Inches + .015 (0.38)
Gold-Plated These connectors are solder-dipped in 60/40 tin-lead solder.
- L LG REGT ER To delete the solder dip and change to gold-plated terminals, add code -513

See Pages C-16 and C-17
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Micro-D MWDM-CBS . 4
. a
Vertical Board Mount 2
Printed Circuit Board Connector ® =
Table I: Dimensions
A
F TAIL LENGTH
B £.015(0.38) 7] “
C —
fr — —
E ? @ Ooo<)Ot)Ooooooooooooooo @ G 01? (.38) min — :%
}— — — @ .020 (0.51)
U f 2 002 (0.05)
A Max. B C Max. D Max. E Max. P G Max.
Layout In mm In . mm- In mm In mm In mm In . mm. In mm
+.005 +0.13 ’ : ’ ’ ’ ’ +.003 +0.08
9P .785 19.94 565 14.35 333 8.46 184 4.67 310 7.87 183 4.65 355 9.02
9s .785 19.94 .565 14.35 400 10.16 250 6.35 310 7.87 195 4.95 355 9.02
15P 935 23.75 715 18.16 483 12.27 .184 4.67 310 7.87 .183 4.65 355 9.02
15S 935 23.75 715 18.16 551 14.00 250 6.35 310 7.87 195 4.95 355 9.02
21P 1.085 27.56 .865 21.97 633 16.08 184 4.67 310 7.87 183 4.65 355 9.02
21S 1.085 27.56 .865 21.97 701 17.81 250 6.35 310 7.87 195 4.95 355 9.02
25P 1.185 30.10 965 24.51 733 18.62 184 4.67 310 7.87 183 4.65 355 9.02
25S 1.185 30.10 965 24.51 .801 20.35 250 6.35 310 7.87 195 4.95 355 9.02
31P 1.335 33.91 1.115 28.32 .883 2243 184 4.67 310 7.87 183 4.65 355 9.02
31S 1.335 33.91 1.115 28.32 951 24.16 250 6.35 310 7.87 195 4.95 355 9.02
37P 1.485 37.72 1.265 32.13 1.033 26.24 184 4.67 310 7.87 183 4.65 355 9.02
37S 1.485 37.72 1.265 3213 1.101 27.96 250 6.35 310 7.87 195 4.95 355 9.02
51P 1.435 36.45 1.215 30.86 983 24.97 228 5.79 400 10.16 183 4.65 355 9.02
51S 1.435 36.45 1.215 30.86 1.051 26.70 296 7.52 400 10.16 195 4.95 355 9.02
69P 1.735 44.07 1.515 38.48 1.284 32,61 224 5.69 400 10.16 183 4.65 355 9.02
69S 1.735 44.07 1.515 38.48 1.50 34.29 293 7.44 400 10.16 195 4.95 355 9.02
75P 2.080 52.83 1.705 43.31 1.384 35.15 228 5.79 400 10.16 183 4.65 355 9.02
75S 2.080 52.83 1.705 43.31 1.450 36.83 296 7.52 400 10.16 195 4.95 355 9.02
100P 2.170 55.12 1.800 45.72 1.383 35.13 270 6.86 510 12.95 183 4.65 430 10.92
100S 2.170 55.12 1.800 45.72 1.451 36.86 333 8.46 510 12.95 195 4.95 430 10.92
130P 2.520 64.00 2.150 5461 1.735 44.07 270 6.86 510 12.95 183 4.65 430 10.92
130S 2.520 64.00 2.150 5461 1.795 45.59 333 8.46 510 12.95 195 4.95 430 10.92
Performance Specifications Materials and Finishes
Current Rating 3 AMP Connector Shell Aluminum Alloy 6061 or Stainless Steel, 300 Series,
DWV 600 VAC Sea level passivated. See Ordering Info for Plating Options
Insulation Resistance 5000 Megohms Minimum Insulator. Tra Liquid Crystal Polymer (LCP)
Contact Resistance 8 Milliohms Maximum »lray Polyphenylene Sulfide (PPS)
Low Level Contact Resist. 32 Milliohms Maximum Interfacial Seal Fluorosilicone Rubber, Blue
Magnetic Permeability 2 g Maximum Pin Contact Copper Alloy, Gold over Nickel Plating
Operating Temperature -55°C.to +150° C. Socket Contact Copper Alloy, Gold Over Nickel Plating
Shock, Vibration 50g., 20g. PCB Terminals Gold Plated Copper Alloy, Solder Dipped
Mating Force (10 Ounces) X (# of Contacts) Hardware 300 Series Stainless Steel
Encapsulant Epoxy Resin Hysol EE4215
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Micro-D MWDM-CBS

Vertical Board Mount
Hardware

E lenair.

MICRO-D CBS Board Mount Connector Hardware Options

NNz

A—>

NN Style

ADIAMETER = 9-69 CONTACTS

9-69 CONTACTS =\ NO. 2-56 UNC-2B
.096/.088 (2.44/2.24) 75-130 CONTACTS
75, 100, 130 CONTACTS NO. 4-40 UNC-2B

.150/.145 (3.81/3.68)

Thru-Hole, No Hardware

i

NU Style

Threaded Insert

AV,—

I
2275

)

.

i

s,
P !\/\‘/l /)
SIS KXH

)

160 (4.1) MIN. (9-69 PINS)
225 (5.7) MIN. (75 - 130 PIN)

z

PU Style
Jackpost with Threaded Insert

9 - 69 Contacts

2-56 UNC-2B —
x

N
3

*
190 (4.8)
MAX.

2UNCA
'

Kit Part Number 500-063-1
Kit Consists of Two Jackposts

125 (3.2) HEX

4-40 UN

75 - 130 Contacts

[».187 (4.8) HEX

C-2B—

—~ s

8
4

f
5/.175
7 14.5)

4-40 UNC-2A
N

Kit Part Number 500-063-2
Kit Consists of Two Jackposts

9 - 69 Contacts 75 - 130 Contacts
Q 156 (4.0) DIA L A8T@TDA ) <m0 (13
188*f005 i 1302 005 el
\ ety ‘\/‘, 058 02156 e A1
PR 380/.350 Ll 375/.345 vl
\ (9.65/8.89) - <119 (3.0) (9.53/8.76) > <140 (36)
Y 112(2.8)40
i TR

.160 (4.1) MIN. (9-69 PINS)

Hardware

Option

Panel

Thickness Part Number

+

A
.003 (0.08)

Hardware
Option

A
+.003 (0.08)

Panel

Thickness Part Number

225 (5.7) MIN. (75 - 130 PINS) R2U 1/32(0.8) | 177-505-A2-2 | .024(0.6) R2U | 1/32(0.8) | 177-505-D-4-2 | .024(0.6)
R3U 3064 (12) | 177-505-A-2:3 | .041(1.0) R3U | 3/64(12) | 177-505D-4-3 | .041(1.0)

RU Style R4U 1116 (1.6) | 177-505-A24 | .055(14) R4U | 116(16) | 177-505-D-4-4 | .055(1.4)

Jackpost For Rear Panel Mounting, RSU 3/32(24) | 177-505-A-2-5 | .086 (2.2) RSU | 3/32(24) | 177-505-D-45 | .086(2.2)
with Threaded Insert R6U 118(32) | 177-505-A-26 | .118(3.0) R6U 18(3.2) | 177-505-D-4-6 | .118(3.0)

R7U 564 (2.0) | 177-505-A-27 | 073(19) R7U | 564 (20) | 177-505D-47 | .073(1.9)
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Micro-D MWDM-CBS

Vertical Board Mount
Hardware

E lencur.

MICRO-D CBS Board Mount Connector Hardware Options

9 - 69 Contacts

75-130 Contacts

256 UNC-28 440 UNC-28
[«—>] 125 (3.2) HEX 187 (4.7) HEX
190/.185 .185/.175
(48/47) (@47144)
PN PN
5951565 |= 685/.655
(15.1144) =|, 255 UNC2A (17'4R/r1|6'6) | +— 4-40 UNC-2A
685655 = 785/.755
(17.4116.6) || ,-LOCKWASHER (19.919.2 LOCKWASHER
NUT ==l
for 062" PCB IHEIREX 187 (47) HEX
RN Style for.196" PN Kit Part Number 500-069-2-6 PN Kit Part Number 500-069-4-7
PCB RN Kit Part Number 500-069-2-7 RN Kit Part Number 500-069-4-8
. Kit Consists of 2 Jackposts, 2 Nuts, 2 Washers Kit Consists of 2 Jackposts, 2 Nuts, 2 Washers
Jackpost Kit
% l 9 - 69 Contacts 75 Contacts 100 - 130 Contacts
125 (3.2) DIA. 187
1063 (1.6)- == | 75 (32 o 2)63 H A @ 063(16) =i 187 (47)DIA
\ X ] | Hex [T Hex [T |
7 Losseay e L 008 (25)
(2.5)
| [ 08421) 0.140 36) 140 (36)
503 (12.8) 606 (15.4)
503
Ll _—ERING (128 . E-RING
E-RING T—T
M5tyle ' S=""2.56 UNC-2A 10 UNCaA Y S/ 440 UNC-2A
Hex Head Jackscrew —
with Kit Part Number 500-080-2 Kit Part Number 500-080-3 Kit Part Number 500-080-4
E-Ring Kit Consists of 2 Jackscrews and 2 E-Rings Kit Consists of 2 Jackscrews and 2 E-Rings Kit Consists of 2 Jackscrews and 2 E-Rings

9 - 69 Contacts

75 Contacts

100 - 130 Contacts

187
N 125 (3.2) DIA. 2.035 -~ | (47) 035 (0.9) "= =] 187 (4.7) DIA.
02707) = =+ 7 0.9) SLOT 1
§H \ SLOT !
L
098 098 (2.5)
ﬂ ~ Lossea o5
L 0.140 (3.6) - 14039
084 (2.1) 606 (15.4)
503 (12.8)
M ('152)3)
’ .~ E-RING
~—E-RING E-RING —
S Style =
=] y <" .. .
Slot Head Jackscrew ' =7"-2.56 UNC-2A S 4-40 UNC-2A 440 UNC-2A
with Kit Part Number 500-081-2 Kit Part Number 500-081-3 Kit Part Number 500-081-4
E-Ring Kit Consists of 2 Jackscrews and 2 E-Rings Kit Consists of 2 Jackscrews and 2 E-Rings Kit Consists of 2 Jackscrews and 2 E-Rings
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MICRO-D CBS Board Mount Connector PCB Layouts - Pin Connectors

Patterns shown are for connector mounting side of PC board.

100 (2.54) TYP—=f 100 (2.54) TYP
075 (1.91) TYP—= 075 (1.91) TYP
050 (1.27) TYP —= 050 (1.27) TYP
025 (0.64) TYP—= 1025 (0.64) TYP
183(4.65) TYP 075 (1.91) 183(4.65) TYP 075 (1.91)
®6 411,07 l f
% o, o: +) .225(5.72) ] 13@?11 @g__'_a, 225(5.72)
038 (0.96) REF ®, & 038 (0.96) REF , O, O O
200 1096 (2.44) DIA TYP .350(8,89)-—] 096 (2.44) DIA TYP
(5.08) REF
565 (14.35) ———= 715 (18.16) ———=

9PIN 15PIN
100 (2.54) TYP —= 100 (2.54) TYP—=y
075 (1.91) TYP —= 075 (1.91) TYP—=|
050 (1.27) TYP —= 050 (1.27) TYP —=
025 (0.64) TYP —= 075 (1.91) 025 (0.64) TYP —= 075 (1.91)
183(4.65) TYP 6,6,8, 0 183(4.65) 6, 8,8, 4,
208 @he By O12 TP 4 Sy Hhy g B B i
D19 @795 @ +) 225(572) 512 B B @ O (D) 5572)
1 ®; O @'3(1_{ { Q99 9 6 6 o &
038 (0.96) REF D% & ©, & _ 038 (0.96) REF I—%@m ®, O, ®, &
ke— 500 (12.7) REF—= 096 (2.44) DIA TYP .600(15.24) REF 1096 (2.44)
865 (21.97) ! 965 (24.5) DIATYP
21 PIN 25PIN
100 (2.54) TYP —= 100 (2.54) TYP —=y
075 (1.91) TYP —=] 075 (191) TYP —=]
050 (1.27) TYP —=| 050 (1.27) TYP —=
025 (0.64) TYP —= 025 (0.64) TYP —= 075 (1.91
el ©,0,0,0,d @ O—jlf e @3, @505 @D Dy, D,y ® -
P g Do Bpy &, By & 5D3493,@30® 50924 ®,, @75
B4 29‘5 <g25 99, 21& % D) 225(572) Bh71®35933931 D99 Dy7 D)5 @3 D3 D) 225(572)
94 &, @ QO 9 ®e @4 ®2_{ 10017915P13 & @ & & B Oy |
038 (0.96) REF 15913911 @ @ 038 (0.96) ©,9:9,0,9,0, & 0 6; C ‘
le—— .750(19.05) REF -(gi(%;‘;) REF 900(22.86) REF .009& (#é
115 (28.32) 1265 (32.13)
31PIN 37PIN
075 (1.91) TYP
0375 (0.95) TYP
075 (191) 096 (2.44) DIA TYP
OO, 0, OO DOy
2000880 H 8,
T (") ®35®33(’331®3(5929®z7@ S8
8® ®8®6®4 4
TIB 17 16@5@3@1@06 9, ®3
2325 (5.91) TYP (.750)(19.05)
1.215 (30.86)
51PIN
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Micro-D MWDM-CBS

Vertical Board Mount
PCB Layouts

.

MICRO-D CBS Board Mount Connector PCB Layouts - Pin Connectors

Patterns shown are for connector mounting side of PC board.

.0375 (!
4X.075 (1.91) % 075 (1.91) TYP
69 65 0 58 56
358888888888

éééé%ﬁé%(g%éé‘é“ 56668

8@38&588 géég
075(191)TYP ggggggggééé@ééé
BER—P= s (38.48)
69 PIN
.037 (.94)

075 (1.91)
@3@0@8@7@6@ (54(33 (51 9 (?5 (45
1é9 2 5 5 3 1 2 1 9 8 7

33%%‘7?%&?@%%@&%%%

O

096 (2.44)
DIATYP

4X.075 (1.91)

=)
o
a
=

)

o]
=
=

309 (7.85) —
1.705 (43.31) 125(3.18)
DIATYP
75 PIN
1.800 (45.72)
(%%7%%%4%%?4%%%%%&%7@%@%@%@%1 (%@éq—m)
%ﬁﬁ ;gi%%ﬁ%%éggé%&gz (3t
é% é7&0 44@%1 41 14&08é 1&5‘% é& é é’i (-%L
8:9,8,9,8984 15@‘1‘; 990,
125(3.18) 0375 (0.95) TYP | 2812
DIATYP 075 (1.91) TYP ospey 9

100 PIN

0375 (95)

125 (3.18) 5X.075 (1.91)

075 (1.91) e
DIATYP
RERBORRL (%ta@z%% 2R 8 %@%4‘_{

% 2 SRR R f
136‘%9 %@?595@?&58?@?%8?@%@186@21680%7557%’)76%?@72%?4@60 6 ()

@?@9?%?%%99%9%9@@9%@%4 N
5?333(?31(%30?2? 272625?24%22?2 1%1 9?1 BIE?1 6?81 5 1 41 3?%@%9???%%?@3%?% 1875 (4'76)
L 269 (6.83)
2.150 (54.61)
130 PIN
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Micro-D MWDM-CBS

Vertical Board Mount
PCB Layouts

MICRO-D CBS Board Mount Connector PCB Layouts - Socket Connectors

Patterns shown are for connector mounting side of PC board.

100 (2.54) TYP
075 (1.91) TYP
050 (1.27) TYP
025 (0.64) TYP

183(4.65) TYP 075 (1.91)
P 1
q 18 +) 225(.72)
® @5
038 (0.96) REF ®, &
('282) 096 (244) DIATYP
5.

565 (14.35) ——=

9 SOCKET

100 (2.54) TYP
075 (1.91) TYP
050 (1.27) TYP
025 (0.64) TYP
183(4.65) TYP

075 [1 91)
®15®17®19®21
@ 225(5.72)
®, ®, 0, %;’—
.500 (12.7) REF-

.096 (2.44) DIATYP

038 (0.96) REF

865
21 SOCKET
100 (254) TYP —=
075 (191) TYP —=
050 (1.27) TYP —=
025 (0.64) TYP —= 075 (191)
183(4.65)
TYP 5@y @y @y B); @ @
119D Dy @5 @7 @e®5— T 295 (5.72)
D| ©; O; ©; Dg D@30 I
038 (0.96) REF ©, 0, & ©; ©,,9,0,07 05 2
le———  750(19.05) REF -096 (2.
1115 (28.32) DIATYP
31 SOCKET
075 (1.91) TYP
0375 (0.95) TYP
075 (1 91) 096 (2 44) DIATYP
?'5@14@4@4 ) 50
5
92@4 @6@25@991@2@1
0;9,8,0,0,8; 16®18
2325 (5.91) TYP (.750)(19.05)
1.215 (30.86)
51 SOCKET

© 2013 Glenair, Inc.

100 (2.54) TYP
075 (1.91) TYP
050 (127) TYP
025 (0.64) TYP
183(4.65) TYP

®, @,
15 215 (+).225(5.72)
193 & &7 I
038 ® @ O
038 (0.96) REF R
.ssggs#sg) 096 (2.44) DIATYP

715 (18.16) ———=

15 SOCKET

100 (2.54) TYP
075 (191) TYP
050 (127) TYP
025 (0.64) TYP
183(4.65)

.075 (1.91)

16913@20 ®22®24 (- 225(5.72)
1 ®; © @ @53
®, 9, 9 & @,
.600(15.24) REF .096 (2.44)

965 (24.5) DIATYP

25 SOCKET

100 (2.54) TYP —=

075 (1.91) TYP —=

050 (1.27) TYP —=

025 (0.64) TYP —=

183(4.65)
TYP

075 (191)
PR CICE R CRCT
025 By Do D2 @3y D3y D3y D D) 225672
@; O @) Oy D130y5y € Q
@5 & 90,0, N
.900(22.86) REF & A(m,)
1265 (32.13)

iE]

038 (0.96)
REF

37 SOCKET
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Micro-D MWDM-CBS

Vertical Board Mount
PCB Layouts 27/:@

MICRO-D CBS Board Mount Connector PCB Layouts - Socket Connectors

Patterns shown are for connector mounting side of PC board.

.0375(
EO75191TYP
0l [5R 54 56 53 60 6: 64 65 66 67 69
Ba8BRALEY

075 (1.91) l
|—|—26 é é(%é(%f?as%;A%aé 24&462& é .096 (2.44)

25%@@&@&&%58@%% T DATYP
A075(191)TYP GQ%%%&&&%%&S@@@@

4X.

251 (6.38) ——

1.515 (38.48)

69 SOCKET

037 (.94)
075 (1.91)

e —
O 6680868688886 88

?éé&ééé@&&é’&@é“é
309 (7.85
78— 1705 (43.31)

4X.075 (1.91)

2X0.125 (3.18)

75 SOCKET
1800 (45.72)
®,9,9,9,2,2,9,9,9,9,9,0,0.0,0.0, I
9,9,0,9,0,0,0,9,0.0,0,0,0 0.0 0, 1875 (4.76)

2
=
by
@

9,9,,0,0,9,9,,0,9,0,0:9,0,9,2,9,9,9, _l C.B_'.
0606066066666 6 &

~
8
K

(€]
®
®
®
(©]

3
N
~

27 29 30 32 33 35 36 38 39 41 42 44 45 47 48 50 51
@ OBO ©1® ©34@1 ©37©13©40 16©43@|5©46©22®49@25
[CCRCRC R O INOoNC) ® 0060066
2 3 5 6 8 9 11 12 14 |1 17 18 20 21 23 24 26
125 (3.18) .0375 (0.95) TYP | .2812
7.14
DIATYP 075191 TYP—= = 075 (191) (7:14)
100 SOCKET
0375 ( S)T e
2X0.125 (3.18) 075 (1.91) — e . 5X.075 (1.91)
100 102 103 105 106 108 109 111 112 114 115 117 118 120 121 123 124 126 127 129 |1 & ‘
POOOOONOOOOPOOOOODHO O O|C
86865856 0656856688568608 ¢
6 67 69 71 72 74 75 17 78 80 81 83 7 89 92 9 5 96 |9
5856666868868 sssls] |
PPN OODOOOOB OO O 0/
34 68 37 38 40 41 43 44 46 47 49y 50 52 53 55 56 58 59 61 62 64 65
PP O RPOEPROIPROINOIONEOOOOL OO
135 36_5 39 8 42 11 45 14 48 M7 51 20 54 23 57 26 60 29 63 32
DO 00000V OLOOEOEOEOO® e 1875 (4.76)
2 3 4 6 7 9 10 1213151651819 21 22 24 25 27 28 30 31 33
— .269 (6.83)
2.150 (54.61)
130 SOCKET
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