HiPer 55116
Audio Plug Cordset with Wire Strain Relief
152-006

AUDIO PLUG CORDSET WITH WIRE STRAIN RELIEF, FACTORY TERMINATED PIGTAIL

How To Order

<table>
<thead>
<tr>
<th>Sample Part Number</th>
<th>HiPer 55116 Cordset with Wire Strain Relief</th>
</tr>
</thead>
<tbody>
<tr>
<td>Pin Count</td>
<td>S - 5-Pin</td>
</tr>
<tr>
<td></td>
<td>6 - 6-Pin</td>
</tr>
<tr>
<td>Length</td>
<td>Overall length in inches</td>
</tr>
</tbody>
</table>

NOTES

100% electrical test, continuity, DWV (500 VAC sea level) and insulation resistance (200 Megohms minimum)
Unit Pack: 1 ea. 4 mil poly bag, heat-sealed. Includes dust cap.
Refer to part no. 152-001 for connector materials, finishes, and dimensions.
Wire corresponding to contact “F” to be trimmed and insulated with M23053/8 shrink tubing if 5-pin connector is specified.

© 2017 Glenair, Inc • 1211 Air Way, Glendale, CA 91201 • 818-247-6000 • www.glenair.com • U.S. CAGE code 06324 • QPL and HiPer MIL-DTL-55116
Dimensions are subject to change without notice.