MIL-PRF-24758-41
90°, 45° or Straight User Installable Connector Adapters
for Glenair MIL-PRF-24758 Series Conduit

Connector Designator
A, F, H or L
(Table I)

Shell Size
(Table I)

Basic Number
M24758-41

Angular Function
J = 90°
H = 45°
S = Straight

Conduit Size Code
(Table II)

Sym S - Straight
Sym H - 45°
Sym J - 90°

© 2013 Glenair, Inc.
CAGE Code 06324
Rev. 07.01.15
Printed in U.S.A.
APPLICATION NOTES

1. See the Common Accessory Interface Data Table on page G-2 in this catalog.

2. O-Ring not supplied with connector designator A.

3. When maximum conduit size code is exceeded, dimensions E, F, G and H may be exceeded. Consult factory for dimensions.

4. Assembly identified with manufacturer's code identification number (Glenair, part number and classification code 490).

5. Glenair Series 600 Backshell Assembly Tools are recommended for assembly and installation.

6. Material / Finish:
   - Coupling nuts, adapters, nuts, sleeves, elbows and rings - 316L SST/ Electroless nickel, matte finish.
   - O-Ring and gland - Silicone rubber/NA

7. Metric dimensions (mm) are indicated in parentheses.

© 2013 Glenair, Inc.